TECHNICAL DATA SHEET
2 7 “  FIBER OPTIC Z7-DS-FL-3665

JNP-QSFP-100G-LR4-20-FL

100GBASE-LR4 | QSFP28 optical transceiver

Host vendor compatibility: Juniper

FORM FACTOR

QSFP28

TX WAVELENGTH

1310 nm

MAXIMUM REACH

20 km

Illustrative product image

| TECHNICAL SPECIFICATIONS

PARAMETER SPECIFICATION

Form factor QSFP28

Data interface 100GBASE-LR4

Transmitter wavelength 1310 nm

Maximum reach 20 km

Connector Duplex LC

Transmission medium Single-mode fiber (SMF)

Digital diagnostics (DDM) Yes

Operating temperature 0°Cto +70°C

Temperature class Commercial (COM)

Host vendor compatibility Juniper
ORDERING & APPLICATION E&Eh[E]
Specify the exact ordering code and quantity. Confirm the host platform, firmware coding and operating
conditions before order acceptance. oF

Additional electrical, optical-power and mechanical characteristics should be confirmed for the exact module PRODUCT PAGE

revision.

z7i7.com Rev. 1.0 | 16 Oct 2026

Z7 product specification summary. 1/1


https://z7i7.com/product.php?id=fl-3665
https://z7i7.com/

